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1 . The applicant is hereby notified that this International Preliminary Examining Authority transmits herewith the 
international preliminary examination report and its annexes, if any, established on the international 
application. 



2. A copy of the report and its annexes, if any, is being transmitted to the International Bureau for 
communication to all the elected Offices. 

3. -Where-required by any of the elected Offices, the International Bureau will prepare an English translation of 
the report (but not of any annexes) and will transmit such translation to those Offices. 

4. REMINDER 

The applicant must enter the national phase before each elected Office by performing certain acts (filing 
translations and paying national fees) within 30 months from the priority date (or later in some Offices) 
(Article 39(1)) (see also the reminder sent by the International Bureau with Form PCTylB/Q01). 

Where a translation of the International application must be furnished to an elected Office, that translation 
must contain a translation of any annexes to the International preliminary examination report. It is the 
applicant's responsibility to prepare and furnish such translation directly to each elected Office concerned. 

For further details on the applicable time limits and requirements of the elected Offices, see Volume II of the 
PCT Applicant's Guide. 

The applicant's attention is drawn to Article 33(5), which provides that the criteria of novelty, inventive step 
and industrial applicability described in Article 33(2) to (4) merely serve the purposes of international 
preliminary examination and that "any Contracting State may apply additional or different criteria for the 
purposes of deciding whether, in that State, the claimed inventions is patentable or not" (see also Article 
27(5)). Such additional criteria may relate, for example, to exemptions from patentability, requirements for 
enabling disclosure, clarity and support for the claims. 
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Fax: +31 70 340-3016 



Authorized Officer 



Pozzi, C 

Tel. +31 70 340-3260 
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Applicant's or agent's file reference 
WO 21.1099 


Pi^D CI IQTI-IPR AnTlOM Notification of Transmittal of International 

r\jn run i ncn mi^ i iv-fw preliminary Examination Report (Fomi PCT/1PEAAH6) 


International application No. 
PCTyEP 03/12205 


International filing date (day/nnonthfyear) 
27.10.2003 


Priority date (dayAnonth^ear) 
13.12.2002 


International Patent Classification (IPC) or both national classification and IPC 
G01V3^0 

y 
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Applicant 

SERVICES PETROLIERS SCHLUMBERGER 



1 . This international preliminary examination report has been prepared by this International Preliminary Examining 
Authority and is transmitted to the applicant according to Article 36. 



This REPORT consists of a total of 5 sheets, including this cover sheet. 

S This report is also accompanied by ANNEXES, i.e. sheets of the description, claims andA^r drawings which have 
been amended and are the basis for this report andADr sheets containing rectifications made before this Authority 
(see Rule 70.16 and Section 607 of the Administrative Instructions under the PCT). 

These annexes consist of a total of 3 sheets. 



3. This report contains indications relating to the following items: 



I 



II 


□ 


III 


□ 


IV 


□ 


V 


ISI 


VI 


□ 


VII 


□ 


VIII 


□ 



Basis of the opinion 
Priority 

Non-establishment of opinion with regard to novelty, inventive step and industrial applicability 
Lack of unity of invention 

Reasoned statement under Rule 66.2(a)(ii) with regard to novelty, inventive step or industrial applicability; 
citations and explanations supporting such statement 

Certain documents cited 

Certain defects in the international application 

Certain observations on the international application 
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— ^ Fax: +31 70 340 - 301 6 


Authorized Officer 
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INTERNATIONAL PRELIMINARY 
EXAMINATION REPORT 



International application No. 



PCT/EP 03/12205 



I. Basis of the report 

1 . With regard to the elements of the international application (Replacement sheets which have been furnished to 
the receiving Office in response to an invitation under Article 14 are referred to in this report as "originally filed" 
and are not annexed to this report since they do not contain amendments (Rules 70. 16 and 70.17)): 

Description, Pages 

/ 

1 -22 as originally filed ' 
Claims, Numbers 

1-15 received on 1 0.03.2005 with letter of 1 0.03.2005 
Drawings, Sheets 

1/8-8/8 as originally filed 

2. With regard to the language, all the elements marked above were available or furnished to this Authority in the 
language in which the international application was filed, unless otherwise indicated under this item. 

These elements were available or furnished to this Authority in the following language: , which is: 

□ the language of a translation furnished for the purposes of the international search (under Rule 23.1 (b)). 
- - the language of publicatibfTof the ihternat^^ 

□ the language of a translation furnished for the purposes of international preliminary examination (under 
Rule 55.2 andbr 55.3). 

3. With regard to any nucleotide and/or amino acid sequence disclosed in the international application, the 
international preliminary examination was carried out on the basis of the sequence listing: 

□ contained in the international application in written form. 

□ filed together with the international application in computer readable form. 

□ furnished subsequently to this Authority in written form. 

□ furnished subsequently to this Authority in computer readable form. 

□ The statement that the subsequently furnished written sequence listing does not go beyond the disclosure 
in the international application as filed has been furnished. 

□ The statement that the information recorded in computer readable form is identical to the written sequence 
listing has been furnished. 

4. The amendments have resulted in the cancellation of: 

□ the description, pages: 

□ the claims, Nos.: 

□ the drawings, sheets: 
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5. □ This report has been established as if (some of) the amendments had not been made, since they have 

been considered to go beyond the disclosure as filed (Rule 70.2(c)). 

(Any replacement sheet containing such amendments must be referred to under item 1 and annexed to this 
report,) 

6. Additional observations, if necessary: 



V. Reasoned statement under Article 35(2) with regard to novelty, inventive step or industrial applicability; 
citations and explanations supporting such statement 

1. Statement 



Novelty (N) 


Yes: 


Claims 


1-5, 8, 9-15 (when dependent on claim 1) 




No: 


Claims 


6, 7, 9-15 (when dependent on claim 6) 


Inventive step (IS) 


Yes: 


Claims 


1-5, 8, 9-15 (when dependent on claim 1) 




No: 


Claims 


6, 7, 9-15 (when dependent on claim 6) 


Industrial applicability (lA) 


Yes: 


Claims 


1-15 




No: 


Claims 





2. Citations and explanations 
see separate sheet 
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Re Item V 

Reasoned statement with regard to novelty, inventive step or industrial 
a pplicability: citations and explanations supporting such statement 

1 Reference is made to the following documents: 

D1: US-A-4 517 835 (KERZNER MARK G) 21 May 1985 (1985-05-21) 

D2: SZENDRO D: "Automatic relative depth matching of borehole information. I. 

Theoretical review" GEOPHYSICAL TRANSACTIONS, vol. 32. no. 4, April 

1987 (1987-04), pages 333-353, XP008019187 

2 Independent claims 1 and 6 

2.1 The document D1 is regarded as being the closest prior art to the subject-matter 
of claim 1 and shows (the references in parentheses applying to this document) a 
method for matching a plurality of data sets (23A, 24A, 25A, 26A) from boreholes, 
the data sets being obtained from sensors (23-26). The data-sets are two- 
dimensional (being a function of depth and azimuth, see column 6, line 56 to 
column 7, line 3 and figure 1) and are indicative of djp in the vicinity of the 

_ - -borehole (column-8rlines T2-T6). 

The subject-matter of claim 1 differs from this known method in that 

(a) the two-dimensional data sets are transformed into three-dimensional images 
using the Hough transform; 

(b) two-dimensional curves are derived from the three-dimensional images by the 
application of the Hough transform to depth derivatives of sensor signals, 
generated by sensors; and 

(c) an offset is derived from the two-dimensional curves for applying to the two 
dimensional data sets to depth match them to each other. 

The subject-matter of claim 1 is therefore new (Article 33(2) PCT). 

The problem to be solved by the present invention may be regarded as providing 
an efficient depth-matching method. This problem is solved by the features (a), 
(b), and (c) above, which are not disclosed or suggested in the available prior art. 
The solution to this problem proposed in claim 1 is therefore considered as 
involving an inventive step (Article 33(3) PCT). 

2.2 The present application does not meet the criteria of Article 33(1) PCT, because 
the subject-matter of claim 6 is not new in the sense of Article 33(2) PCT. 
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The document D1 discloses (the references in parentheses applying to this 
document) the matching of a plurality of data sets (23A, 24A, 25A, 26A) being 
obtained from sensors (23-26). The data-sets are two-dimensional (being a 
function of depth and azimuth, see column 6, line 56 to column 7, line 3 and figure 
1) and are indicative of dip in the vicinity of the borehole (column 8, lines 12-16). 
For each data set individual signals are combined to create an averaged signal 
(23B, 25B) (column 8, lines 50-66) (the activity functions 23B and 25 B are clearly 
obtained by spatially averaging around respective .depth points). An offset is 
calculated and the curves are depth matched (column 11, lines 30-64). 
The subject-matter of claim 6 is therefore not new. 

3 Dependent claims 2-5 and 7-15 

3.1 Claims 2-5 and claims 9-15, when referring to claim 1, are dependent on claim 1 , 
whose subject-matter is new and inventive as shown under point 2.1 , and as such 
also meet the requirements of the PCT with respect to novelty and inventive step. 

3.2 Dependent claims 7 and 9-15, when referring to claim 6, do not contain any 
features which, in combination with the features of claim 6, meet the requirements 

of the T^CT in respect of novelty and/or inventive step (see document D1 , column ~ 
8, lines 50-68 and column 1 1 , lines 14-64, and document D2, page 334, 
paragraph 4 - page 335, paragraph 1). 




Form PCT/Separate Sheet/409 (Sheet 2) (EPO-April 1997) 



JC09 Rec'd PCT/^^^7uS lolsi 

10-03^2005 ^^^^^'"^^'^ger; 0145372010; 10-Mar.c^:27: EP0312205 

^PP ^m03 10. 03. 20uo i/:i7:31 



CLAIMS 

1 . A method for matching H plurality of data sets from boreholes or cons sections, ihe 
data sets being obtained from sensors are two-dimensional data siets and are indicative of 
earth formation, boundary^ or interface of earth formations and of dip in the vicinity of the 
borehole, the method for depth matching being characterized in that: 

(a) the two-dimensional data sets are transtbrmcd into^ three-dim ensimai images using 
the Hough transform; 

(b) two dimensional curves are derived from the ihree-dimensionai i Ttagcs by the 
application of the Hough transform lo depth derivatives of sensor ni.'nals, generated 
by sensors; and 

(c) an offset is derived from the two-dimensional curves for applying to the two 
dimensional data sets to depth match them to each other. 

2. The method in. accordance with clain) I wherein the method is further characterized in 
that the two dimensional curves have peaks indicating dtp events in the vicinity of the 
borehole. _ 

3. The method in accordance with claim 1 wherein the method is frirtt:cr charactcri?ed in 
that the two-dimensional data sets have gaps in the data and the three-dimensional images 
created using the-Hough transform are immune from the gaps. 

4. The method in accordance with claim 1 wherein the method is furtlier characterized in 
that two-dimensional curves for data sets from sensors that are vertically spaced from each 
other longitudinally along the borehole arc processed to determine an offset that will match 
the two-dimensional curves* 

5. The method in accordance with claim 4 whc^in the method Is turtlier characterized in 
that the determined offset is applied to the data sets from the vertically spaced sensors to 
depth match the data sets to eaich other. 
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6. A method for matching a plurality of data sets from boreholes or cor; sections, the 
data sets being obtained from sensors arc two-dimensional data sets and are indicative of a 
boundary* or interface of earth formations and of dip in the vicinity of the borehole, the 
method for depth matching being characterized in that: 

for each two-dimensional data set of the plurality of data sets, indiviluai signals 
making up the respective two-dimensioDol data $et are u^mbmed to create ao averaged signal; 

averaged signals, each corresponding to one two-^ii^ensiona) data sM, arc processed 
to calculate ao offset that correlates the averaged signals; and 

the calculated offset is applied to the two-dimensional data sets to d^pth match them 
to each odier. 

7. The method of claim 6 wherein said averaged signal are obtained by determitting an 
average of the sensor signals along the bedding dip for a given depth in the borehole. 

8. The method of claim 7 wherein said compulation of bedding dips fi>r the censor 
signals is performed by way of the I lough transform. 

_ -9. ^"fhc method in accordancc'with Uaims 1 or 6 whCTein 

characterized in that two-dimeasional data sels to be depth matched arc obtained at the same 
time by sensors that are vertically spaced from each odier longitudinally along the borehole. 

10. The method in accordance wiih claims 1 or 6 wherein the method is further 
characterized in that two-dimensional data sets to be depth matched arc o^taincd at difTcient 
times for the same borehole. 

1 1. The method in accordance with claims I or 6 wherein the method is further 
characterized io that a two-dimensional data set to be depth matched is obtained from a core 
section. 

12. The method of claims 1 or 6 wherein each of said sensor signals h obtained from a 
sen5;or of a plurality of sensors. 
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13. The method of claim 1 2 wherein each sensor includes a plurality of s ub sensors. 

U. The raclhod of claim 1 3 wherein each signal includes a trace, the tra:e being a side- 
by-side combination of signals from the plurality or sub sensors. 

15. The method in accordance with claims 1 or 6 wherein the lacthod is further 
characterized in that it is applicable to real time depth matching of data sctf from sensors that 
arc vertically spaced from each other longitudinally along ihc borehole. 
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